
General Notes 

(attachment to form HHE-200) 

<1,000 gpd Septic System 

The nature of the site evaluation profession is one of interpretation of soil and site conditions.  We, in the field, attempt 

to both provide a satisfactory service to the client, and comply by the rules by which we are bound – The Maine 

Subsurface Wastewater Disposal Rules.  If at any time you, the client, are not satisfied with the services provided or 

the results found, it is your right to hire another site evaluator for a second opinion. 

Property information is supplied by the owner, applicant or representative.  Such information presented herein shall be 

verified as correct by the owner or applicant prior to signing this application. 

All work shall be in accordance with the Maine Subsurface Wastewater Disposal Rules dated 8/15, as amended. 

All work should be performed under dry conditions only (for disposal area). 

No vehicular or equipment traffic to be allowed on disposal area.  Disposal field shall be constructed from outside the 

corner stakes located in the field.  The downslope area is also to be protected in the same manner. 

Backfill, if required, is to be gravelly coarse sand to coarse sand texture and to be free of foreign debris.  If backfill is 

coarser than original soil, then mix top 4” of backfill and original soil with rototiller. 

No neighboring wells are apparent (unless so indicated) within 100’ of disposal area.  Owner or applicant shall verify 

this prior to signing the application. 

The disposal field stone shall be clean, uniform in size and free of fines, dust, ashes, or clay.  It shall be no smaller 

than ¾ inch and no larger than 2 ½ inches in size (per Section 11.F.2 of the Maine subsurface Wastewater Disposal 

Rules). 
Minimum separation distances required (unless reduced by variance or special circumstance). 

a) Wells with water usage of 2000 or more gpd or public water supply wells:

Disposal Fields:    300’ 

Septic Tanks and Holding Tanks:    100’ 

b) Any well to disposal area: 100’ 

c) Any well to septic tank: 100’ 

d) Septic tank or disposal area to lake, river, stream or brook: 100’ for major watercourse, 

50’ for minor watercourse 

e) House to treatment tank: 8’ 

f) House to disposal area: 20’ 

 For all other separation distances, use separations for less than 1,000 gpd per Maine Subsurface Wastewater 
Disposal Rules Table 7B.

Location of septic system near a wetland may require a separate permit.  As such, the owner, prior to construction of 

the septic system, shall hire a professional to evaluate proximity of adjacent wetlands and prepare necessary permit 

applications. 

0. Garbage disposals are not recommended and, if installed, are done so at the owner’s risk.  The additional waste

load requires increased maintenance frequency, higher potential for failure, and larger septic tanks.

1. Pump stations, when required, shall be installed watertight to prevent infiltration of ground and/or surface water.

2. Force mains and pressure lines shall be flushed of any foreign material and pumps shall be checked for proper

on/off cycle before being put into service.

3. Force mains, pump stations, and/or gravity piping subject to freezing shall be installed below frost line or

adequately insulated.




